Rainfall Analysis for Site 3186 (Fort Myers)
[image: image1.emf]Years # Days with # Days  Years # Days with # Days 

 Missing Data Accumulated  Missing Data Accumulated

1960 0 0 1986 7 0

1961 0 0 1987 0 3

1962 0 0

1988 30 0

1963 0 0 1989 0 0

1964 0 0 1990 0 1

1965 0 0

1991 30 2

1966 0 0 1992 2 0

1967 0 0 1993 0 0

1968 0 0 1994 23 0

1969 0 0

1995 30 0

1970 0 0 1996 3 0

1971 0 0 1997 0 0

1972 0 0 1998 0 0

1973 0 0 1999 0 0

1974 0 0 2000 0 2

1975 0 0 2001 1 0

1976 8 9 2002 2 0

1977 0 0 2003 0 0

1978 0 1 2004 2 0

1979 0 1

1980 79 0

1981 7 0

1982 62 0

1983 46 1

1984 31 1

1985 0 0


Summary of Missing Data and Accumulations for Site 3186 (Fort Myers)
Blue Italic = records to be closely reviewed

Red = records to be excluded

Before final exclusion of a year of data based on the selection criteria, each record in question must be looked at closely.  The raw data are reviewed to determine if the missing data criteria falls within a non-peak rainfall period.  If so, the maximum for the year would likely not be missed for that year and the remaining data for that year should be included in the analysis.  
Data Review for Site 3186 (Fort Myers)

1980 – Eliminated:  There were 79 days of missing data starting on September 1st and ending on November 19th.  The Histogram shows September as the highest occurrences of annual maximum volumes for this site.
1982 – Eliminated:  There were 62 days of missing data including all of April and August.  The Histogram shows August a having a relatively high occurrence of annual maximum volumes.

1983 – Eliminated:  There were 46 days of missing data including 9 days in June, one of the months with a high occurrence of annual maximum for this site.  As shown below, the storms that generated the maximum volumes for this site occurred during June.
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1984 – Eliminated:  There were 31 days of missing data starting on August 2nd and ending on September 1st.  The Histogram shows August with a relatively high occurrence of annual maximum volumes.
1988, 1991, and 1995 – Retained:  In 1988, there were 30 days of missing data occurring during the entire month of January.  In 1991, there were 30 days of missing data during the entire month of December.  In 1995, there were 30 days of missing data during the month of October.  The Histogram shows January, October, and December as having a very low occurrence of annual maximum volume for this site.
The Histogram below shows the average occurrences for the period of record for each month,  January through December, for all durations, 1, 2, 6, 12, 24, 48, 72, 96, and 120 hours.  Typically, this demonstrates the small number of maxima that occur during the non-peak rainfall periods of the year.  When reviewing the raw data for averaged and missing points, consideration of the occurrence of maxima is important in determining retention or exclusion of a year for analysis.  
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[image: image4.emf]Durations (hrs) >>

1 2 6 12 24 48 72 96 120 Average

1

0 1 0 1 1 0 0 0 0 0.3

2

1 0 0 0 0 0 0 0 0 0.1

3

0 1 3 2 1 1 1 1 2 1.3

4

0 0 1 0 0 0 0 0 0 0.1

5

7 7 5 4 2 2 1 2 2 3.6

6

14 8 10 8 7 6 9 9 9 8.9

7

7 7 3 2 4 9 5 4 3 4.9

8

5 7 6 6 10 8 9 10 12 8.1

9

4 8 8 12 10 11 13 12 11 9.9

10

1 0 1 0 1 0 0 1 1 0.6

11

1 1 3 4 3 3 2 1 0 2.0

12

0 0 0 1 1 0 0 0 0 0.2


Occurrence of Annual Maximum for each Month per Duration

Site 3186 (Fort Myers)

The table of Annual Maximum Volumes is reviewed for any anomalies.  For example, the years with high volumes of rainfall would require the raw data for those storms to be reviewed to verify the volumes reported in the table.  
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1 2 6 12 24 48 72 96 120

1960

1.54 2.3 3.2 4.1 4.63 5.01 5.31 6.94 7.11

1961

2.19 3.09 3.14 3.14 3.69 3.99 4.03 4.56 5.18

1962

2.20 2.69 5.91 8.15 9.34 10.24 10.34 10.40 10.98

1963

1.93 1.98 2.56 3.12 3.21 3.27 3.47 4.00 4.33

1964

1.67 2.70 2.78 2.78 2.78 2.93 3.70 4.46 4.58

1965

3.59 3.65 3.65 3.65 4.06 4.18 4.36 4.70 5.44

1966

1.75 1.89 2.15 2.31 2.61 3.19 4.97 4.97 4.97

1967

2.51 2.85 3.22 4.02 6.73 7.79 8.66 9.32 9.50

1968

2.75 3.05 3.30 5.04 5.83 6.20 6.83 6.85 6.85

1969

2.10 3.48 5.65 5.72 5.72 6.69 6.74 6.74 7.64

1970

1.70 2.33 4.44 5.60 7.92 8.00 8.00 8.42 9.36

1971

2.04 2.04 2.23 2.37 2.91 3.37 3.64 4.93 5.76

1972

3.70 4.15 4.57 4.57 5.62 5.62 5.87 5.99 6.43

1973

2.90 2.95 3.51 4.46 5.55 5.55 5.55 5.55 5.80

1974

1.99 2.85 4.69 5.33 5.75 8.49 8.68 9.30 9.61

1975

2.90 3.71 3.83 3.85 3.85 4.73 5.08 5.15 5.74

1976

1.70 2.40 2.60 2.80 2.80 3.40 3.50 4.10 4.50

1977

2.60 3.50 3.90 4.10 4.40 4.40 4.40 4.40 4.50

1978

2.30 4.50 4.80 4.80 4.80 4.80 4.80 4.80 5.60

1979

2.20 3.40 3.50 5.10 5.50 6.50 7.40 7.80 8.20

1980

1981

2.30 2.40 3.40 3.60 5.20 6.90 7.10 8.10 8.70

1982

1983

1984

1985

3.80 6.30 8.00 8.20 8.20 8.30 8.30 8.50 8.50

1986

2.20 2.50 2.60 2.70 3.40 4.00 4.30 4.40 4.70

1987

3.20 3.50 3.80 3.80 3.90 5.40 5.90 6.80 6.80

1988

0.80 1.60 2.00 2.10 2.30 2.60 3.20 3.40 3.70

1989

3.00 5.40 7.60 7.60 7.60 7.60 7.60 7.60 7.60

1990

1.70 3.40 3.80 4.00 4.20 4.90 6.30 7.50 8.20

1991

1.60 2.30 2.80 3.10 4.00 4.70 5.00 5.00 5.00

1992

1.90 2.00 2.90 3.60 4.70 5.90 8.30 9.10 11.00

1993

1.80 2.50 2.50 2.50 2.60 3.00 3.50 3.50 3.90

1994

1.80 1.90 2.00 2.50 2.50 3.20 3.20 3.70 4.30

1995

1.70 2.30 2.90 4.00 6.20 10.00 10.10 10.10 10.10

1996

3.10 3.70 3.90 3.90 4.80 4.90 4.90 5.50 5.70

1997

2.50 3.30 3.70 5.70 6.40 7.40 7.40 8.00 8.00

1998

2.50 2.90 3.00 3.00 3.00 3.60 4.10 4.90 5.20

1999

2000

2.90 3.40 3.50 4.70 6.20 6.30 6.60 7.10 7.20

2001

2.50 2.72 2.90 2.90 3.10 5.50 6.20 6.80 7.10

2002

2.50 2.80 2.80 3.90 4.40 4.70 4.70 4.70 5.60

2003

1.80 2.50 4.00 4.60 5.70 6.90 8.00 8.30 9.40

2004

2.00 2.60 2.60 2.60 2.90 3.60 5.40 6.20 6.40


Annual Maximum Volumes (inches) for Site 3186 (Fort Myers)
Distribution Analysis Report for Site 3186 (Fort Myers)
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Mean

2.2965 2.9883 3.6083 4.1002 4.7250 5.4438 5.8858 6.3145 6.7295

2nd Moment

0.4162 0.8774 1.7565 2.2358 3.0035 3.8558 3.7631 3.7990 4.0862

Skew

0.4500 1.4200 1.6200 1.1200 0.6400 0.6200 0.4700 0.3600 0.4600

L-Moment 1

2.2965 2.9883 3.6083 4.1002 4.7250 5.4438 5.8858 6.3145 6.7295

L-Moment 2

0.3613 0.4928 0.6775 0.8081 0.9813 1.1160 1.1135 1.1230 1.1607

L-Moment CV

0.1573 0.1649 0.1878 0.1971 0.2077 0.2050 0.1892 0.1778 0.1725

L-Moment CS

0.1385 0.2256 0.2961 0.2209 0.1436 0.1536 0.1267 0.1105 0.1347

L-Moment CK

0.1243 0.2055 0.2443 0.1671 0.0804 0.0773 0.0416 0.0169 0.0413

Weiss Factor

1.1420 1.0660 1.0210 1.0110 1.0050 1.0030 1.0020 1.0010 1.0010


GEV Distribution Volume Parameters (inches) for Site 3186 (Fort Myers)
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500

4.9185 7.9007 12.3439 12.0196 11.9791 13.9982 13.6328 13.6913 15.0412

200

4.5432 6.9219 10.1874 10.4661 10.9178 12.6932 12.5792 12.7587 13.8703

100

4.2470 6.2293 8.7837 9.3607 10.0859 11.6835 11.7351 11.9956 12.9419

50

3.9393 5.5742 7.5480 8.3101 9.2264 10.6517 10.8463 11.1771 11.9733

25

3.6182 4.9526 6.4568 7.3082 8.3349 9.5935 9.9067 10.2958 10.9585

10

3.1673 4.1714 5.1968 6.0420 7.0912 8.1365 8.5659 9.0104 9.5260

5

2.7950 3.5964 4.3472 5.1044 6.0714 6.9580 7.4410 7.9077 8.3372

3

2.4886 3.1643 3.7517 4.3966 5.2368 6.0038 6.5032 6.9721 7.3550

2

2.2056 2.7947 3.2712 3.7886 4.4696 5.1346 5.6279 6.0856 6.4448


GEV Volume Predictions (inches) without Weiss factors for Site 3186 (Fort Myers)
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500

5.6193 8.4261 12.6059 12.1458 12.0417 14.0346 13.6565 13.7091 15.0568

200

5.1904 7.3821 10.4036 10.5760 10.9748 12.7263 12.6010 12.7753 13.8847

100

4.8521 6.6435 8.9701 9.4590 10.1386 11.7139 11.7555 12.0112 12.9554

50

4.5005 5.9449 7.7082 8.3974 9.2746 10.6795 10.8651 11.1917 11.9857

25

4.1337 5.2819 6.5938 7.3849 8.3785 9.6185 9.9239 10.3092 10.9699

10

3.6185 4.4488 5.3071 6.1055 7.1282 8.1577 8.5807 9.0222 9.5359

5

3.1931 3.8355 4.4395 5.1580 6.1032 6.9762 7.4539 7.9180 8.3459

3

2.8431 3.3747 3.8314 4.4428 5.2642 6.0195 6.5145 6.9812 7.3626

2

2.5198 2.9805 3.3406 3.8284 4.4930 5.1479 5.6376 6.0935 6.4515


GEV Volume Predictions (inches) with Weiss factors for Site 3186 (Fort Myers)
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GEV Distribution Plot with Weiss Factors for Site 3186 (Fort Myers)
[image: image10.emf]a*(b+D)^n    a    b    n   r^2

500

7.23 0.00 0.16 0.82

200

6.31 0.00 0.17 0.90

100

5.66 0.00 0.18 0.95

50

5.05 0.00 0.19 0.97

25

4.47 0.00 0.19 0.99

10

3.75 0.00 0.20 1.00

5

3.14 0.19 0.20 1.00

3

2.57 0.81 0.22 1.00

2

2.22 1.00 0.22 1.00


Curve Fit Parameters with Weiss for Site 3186 (Fort Myers)
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500

7.2300 8.0780 9.6304 10.7599 12.0219 13.4319 14.3322 15.0073 15.5528

200

6.3100 7.0991 8.5569 9.6270 10.8309 12.1854 13.0550 13.7093 14.2394

100

5.6600 6.4121 7.8142 8.8526 10.0289 11.3616 12.2218 12.8714 13.3989

50

5.0500 5.7609 7.0981 8.0972 9.2370 10.5373 11.3811 12.0205 12.5411

25

4.4700 5.0992 6.2828 7.1672 8.1761 9.3270 10.0740 10.6399 11.1007

10

3.7500 4.3076 5.3661 6.1641 7.0807 8.1335 8.8206 9.3430 9.7694

5

3.2512 3.6730 4.5213 5.1776 5.9382 6.8159 7.3897 7.8263 8.1828

3

2.9283 3.2259 3.9195 4.5040 5.2090 6.0451 6.6011 7.0281 7.3790

2

2.5857 2.8270 3.4062 3.9032 4.5071 5.2263 5.7054 6.0736 6.3763

Actual

4.341 6.719 8.17 8.286 9.389 10.267 10.358 10.414 11.011


GEV Volume Predictions (inches) Curve Fit for Site 3186 (Fort Myers)
Actual Maximum Volumes with Weiss

[image: image12.emf]GEV Prediction Curve Fit with Weiss for  
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GEV Curve Fit Plot with Actual Maximum Volumes for Site 3186 

(Fort Myers)
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